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Mounting hole for #6 stud 

 
SPECIFICATIONS 

Weight:   1.6 lbs 
Case:   Stainless Steel 
Power Requirements: 

Voltage:  24VAC 
Current:  0.xx Amps 

  
Magnetic Card Reader: Elk Technologies   A10330  

 

 
 

Fig 1 – Cable Connections 
 

Cable A – 12 Pin (22 AWG) 

Pin # Wire Color Description 

1 Brown Coin Acceptor Power (Dry Contacts) 

2 Red Coin Acceptor Power (Dry Contacts) 

3 Orange Coin Pulse Out (Dry Contacts) 

4 Yellow Coin Pulse Out (Dry Contacts) 

5 Green Coin 1 Input (Unpolarized Opto-Isolator) 

6 Blue Coin 1 Input (Unpolarized Opto-Isolator) 

7 Purple Coin 2 Input (Unpolarized Opto-Isolator) 

8 Gray Coin 2 Input (Unpolarized Opto-Isolator) 

9 White Sonalert Power (+17 VDC Return) 

10 Black Sonalert Power (+17 VDC) 

11 Blue w/White Stripe 24 VAC Hot 

12 Red w/White Stripe 24 VAC Common 

 
Cable B – 5 Pin (18 AWG) 

Pin # Wire Color Description 

1 Brown Not Used ((Unpolarized Opto-Isolator) 

2 Red Not Used ((Unpolarized Opto-Isolator) 

3   

4 Yellow Bay Power (Dry Contacts) 

5 Green Bay Power (Dry Contacts) 

 
Cable C – 9 Pin (22 AWG) 

Pin # Wire Color Description 

4 Tan Stop Button 

9 Pink Stop Button 
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Paynode Wiring Schematics 
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Paynode Cutout  
Dimensions
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Card Reader Dimensions 
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